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About this publication 

This book provides instructions for installing IBM® IBM Upward Integration for VMware vSphere V 

1.0 and using the features to acquire system information, update firmware, and monitor power usage in 

VMware vCenter management environment. 

Conventions and terminology 

These notices are designed to highlight key information: 

Note: These notices provide important tips, guidance, or advice. 

Important: These notices provide information or advice that might help you avoid inconvenient or 

difficult situations. 

Attention: These notices indicate possible damage to programs, devices, or data. An attention notice 

appears before the instruction or situation in which damage can occur. 

The following table describes some of the terms, acronyms, and/or abbreviations used in this 

document. 

Term/Acronym Definition 

UXSPI Update eXpress System Package Installer 

UXSP Update eXpress System Package 

 

 



 

 

Information resources 

You can find additional information about IBM Upward Integration for VMware vSphere, Version 1.0 

in the product documentation and on the World Wide Web. 

PDF files 

View or print documentation that is available in Portable Document Format (PDF). 

Downloading Adobe® Acrobat Reader 

You need Adobe Acrobat Reader to view or print these PDF files. You can download a copy from the 

Adobe Web site. 

World Wide Web resources 

The following web pages provide resources for understanding, using, and troubleshooting IBM System 

x, BladeCenter blade servers, and systems-management tools. 

IBM Systems: Technical support site 

IBM Systems: Technical support site at http://www.ibm.com/systems/support/ 

Locate support for IBM hardware and systems-management software. 

IBM Systems Management Software: Download/Registration 

page 

IBM Systems Management Software: Download/Registration page at 

http://www.ibm.com/systems/management/director/downloads.html 

Download IBM systems-management software, including IBM Systems Director. 

IBM System x Systems Management page 

IBM System x Systems Management page at http://www.ibm.com/systems/management/ 

Obtain an overview of IBM systems management using IBM Director Agent or IBM Director Core 

Services. 

http://www.adobe.com/products/acrobat/readstep.html
http://www.ibm.com/systems/support/
http://www.ibm.com/systems/management/director/downloads.html
http://www.ibm.com/systems/management/


 

 

IBM ServerProven® pages 

System x ServerProven pages at 

http://www.ibm.com/servers/eserver/serverproven/compat/us/indexsp.html 

BladeCenter ServerProven pages at 

http://www.ibm.com/servers/eserver/serverproven/compat/us/eserver.html 

Obtain information about hardware compatibility with IBM System x, IBM BladeCenter, and IBM 

IntelliStation® hardware. 

VMware vCenter Product Family 

VMware vCenter Product Family at http://www.vmware.com/products/vcenter/overview.html 

Obtain information about VMware vCenter Product Family that describes how to monitor your IBM 

systems across large organizations, using IBM and VMware applications and operating system 

knowledge to resolve operational problems. 

http://www.ibm.com/servers/eserver/serverproven/compat/us/indexsp.html
http://www.ibm.com/servers/eserver/serverproven/compat/us/eserver.html


 

 

IBM Upward Integration for VMware vSphere 

IBM Upward Integration for VMware vSphere is an extension for the VMware vSphere management 

environment. It provides enhanced management capability to run the following features: 

 Dynamitic System Analysis 

 Update Xpress System Package Installer 

 Power Metric on managed the ESXi host. 

The Power Provider for IBM Upward Integration for VMware vSphere is an enhancement to the 

bundle that enables the management features on the managed ESXi endpoints. This component must be 

installed on the ESXi host manually to access all management functions of the IBM Upward 

Integration for VMware vSphere. The Power Provider is contained in the offline-bundle.zip file and 

can be found in the IBM Upward Integration installation package. 

Dynamic System Analysis  

Dynamic System Analysis collects and analyzes system information to aid in diagnosing system 

problems.  

Update Xpress System Package Installer  

This is a firmware update function that applies the UpdateXpress System Packs and individual updates 

to your ESXi system. You use this function to acquire and deploy IBM UXSP firmware updates and 

individual firmware updates. 

Power Metric 

Power Metric monitors the power usage of your ESXi host and shows the power in a graphical way to 

aid the balancing of workloads on the hosts. 



 

 

Installing IBM Upward Integration for VMware vSphere 

System requirements for IBM Upward Integration for 

VMware vSphere 

IVP is an extension to the vCenter Server and it must be installed on the server that has vCenter Server 

4.1(u1) installed. 

Supported VMware vCenter Server 

The plug-in is an extension to the VMware vCenter Server and it supports VMware vCenter Server 

4.1(u1). 

Supported operating systems 

The plug-in supports the same operating systems as the VMware vCenter 4.1. The following operating 

systems are supported: 

 Windows Server 2003 SP2/R2 x64 (Enterprise Edition, DataCenter) 

 Windows Server 2008 SP1/SP2 x64 (Enterprise Edition, Standard Edition) 

 Windows Server 2008 R2  

Supported ESXi version 

The plug-in only supports IBM customized ESXi 4.1u1 images. 

Supported hardware 

The plug-in does not have hardware limitations. However, the hardware that the plug-in can manage is 

limited to the IBM SystemX and Blade servers listed in the following table. 

System Server number 

System X Server x3100M3 

x3200M3 (7327, 7328) 

x3400M2 (7836, 7837) 

x3400M3 (7378, 7379) 



 

 

System Server number 

x3500M2 (7839)  

x3500M3 (7380)  

x3620M3 (7376)  

x3530M3  

x3550M2 (7946, 4198)  

x3650M3 (7944, 4254)  

x3650M2 (7947, 7945, 7949, 4199)  

x3650M3 (7945, 4255, 5454)  

x3850X5/X3950X5 (7145, 7146, 7143, 

7191)  

x3690X5 (7148, 7149, 7147, 7192)  

Blade System HS22(7870, 1936, 7809)  

HS22V (7871) 

HX5 (7872, 1909) 

Installing IBM Upward Integration for VMware vSphere 

IVP must be installed on a server that has vCenter Server v4.1 installed. If the server does not have 

vCenter Server v4.1 installed, the installation fails. 

Use the following steps to install IBM Upward Integration for VMware vSphere. Administrator 

privileges are required to perform this install. 

1. Extract the files from the downloaded IBM Upward Integration for VMware vSphere install 

package. 

2. Double click the IBM_plugin_for_VMware_vSphere_Client_x64.exe to launch the installer. 

3. Click Next on the startup page of installer. 

4. Read and agree to the IBM Upward Integration for VMware vSphere license. 

5. Select the destination folder for IBM Upward Integration for VMware vSphere and click 

Next. 

6. Input your user and company information. 



 

 

7. Click Confirm to install. The installation of IBM Upward Integration for VMware vSphere 

begins.  

After the installation is complete, the configuration starts. 

8. Enter your IP address, user name, and password for the host. 

 

 The IP address is the IP of your management network (the IP you are using to go to the 

vCenter Management interface). 

  The user name must have access to vCenter. 

9. The password for the user name and click Next to start the configuration. 

A window opens while the plug-in is being configured. Wait for the configuration to 

complete. 

10. Click Finish. The plug-in is successfully installed. 

Removing IBM Upward Integration for VMWare VSphere 

Remove IBM Upward Integration for VMWare VSphere using the following steps. 

1. Select IBM Upward Integration for VMware vSphere. 

2. Click Remove and Next. 

3. Click YES to confirm. 

The removal process starts. A message is displayed to notify you that the vCenter Server is 

temporarily stopped during the removal process. 

4. Click Finish. The plug-in is successfully removed. 



 

 

Installing and removing the IBM Upward Integration for 

VMware vSphere Provider bundle 

The IBM Upward Integration for VMWare VSphere Provider bundle is installed on an ESXi host using 

VMware vSphere Command-Line Interface (vSphere CLI) locally or remotely. It is recommended that 

you use VMware vSphere CLI to install and remove the entire bundle. 

Obtaining the VMware vSphere CLI 

The VMware vSphere CLI set allows you to use common system administration commands for the 

ESX/ESXi systems from any work station with network access to the ESX/ESXi systems. Download 

the VMware vSphere CLI from the following URL: 

http://www.vmware.com/support/developer/vcli/ 

Important: You must install this tool and open the VMware vSphere CLI command prompt before 

installing or removing the bundle. 

Installing the IBM Upward Integration for VMware vSphere 

bundle using VMware vSphere CLI  

1. Enter maintenance mode for the host using the following command: 

vicfg-hostops.pl  --server 10.0.0.1 --operation enter 

2. List the bulletins that are installed on the host using the following command:  

vihostupdate.pl --server 10.0.0.1 --query 

3. Install the upgrade package using the following command: 

vihostupdate.pl --server 10.0.0.1 -install -bundle 

offline-bundle.zip -c 

4. Exit maintenance mode using the following command: 

vicfg-hostops.pl --server 10.0.0.1 --operation exit 

5. Reboot the ESXi server and use the following command to verify that the package installed 

successfully: 

vihostupdate.pl --server 10.0.0.1 --query 

http://www.vmware.com/support/developer/vcli/


 

 

Removing the bundle using VMware vSphere CLI  

1. Locate the ID of the bundle you want to remove using the following command: 

vihostupdate.pl --server 10.0.0.1 --query 

2. Enter the maintenance mode of the host using the following command: 

vicfg-hostops.pl  --server 10.0.0.1 --operation enter 

3. Remove the bundle using the following command: 

vihostupdate.pl --server 10.0.0.1   --remove  -B  [Bulletin ID] 

4. Exit maintenance mode using the following command: 

vicfg-hostops.pl --server 10.0.0.1 --operation exit 

5. Reboot the ESXi server and use the following command to verify that the package was 

removed: 

vihostupdate.pl --server 10.0.0.1 --query  



 

 

Using IBM Upward Integration for VMWare VSphere 

IBM Upward Integration for VMWare VSphere provides Dashboard, Dynamic System Analysis, 

firmware updates and Power Metric functions. You can navigate to each of the functions from the 

navigator on the left. 

The following topics describe the functions for the plug-in and how to use the functions. 

Working with the Dashboard 

The Dashboard displays an overview of the host status. It includes the following summaries:  

 A System Summary  

 A System Health Summary 

The System Information Summary contains the information of the managed host. It lists the 

manufacturer, model, serial number, operating system, operating system version, and last boot 

information of the host. 

The System Health Summary contains an overview of the system running status (the health messages 

from the host). All the messages are grouped into the following three categories by severity.  

 Critical events are events that can or already have caused a host failure that requires your 

immediate attention.  

 Attention events are events that indicate that there is something abnormal on the host but the 

abnormality will not cause immediate failure of the host.  

 Information Events are events that indicate that something happened on the host that will not 

inhibit the host running. 

Each of the System Health Summary categories is grouped in an accordion box. The title indicates how 

many events are in the category, since the events are effective for a limited period, a maximum of 20 

events are shown in each category. If you click on the title, the box extends and lists the following 

information details:  

 Message  

 Event time 

 MessageID 



 

 

 

Working with Dynamic System Analysis 

Dynamic System Analysis collects and analyzes system information to aid in diagnosing system 

problems. Dynamic System Analysis collects information about the following aspects of a system: 

 System configuration 

 Installed applications and hot fixes 

 Device drivers and system services 

 Network interfaces and settings 

 Performance data and running process details 

 Hardware inventory, including PCI information 

 Vital product data and firmware information 

 SCSI device sense data 

 ServerRAID configuration 

 Application, system, security, ServeRAID, and service processor system event logs 



 

 

The plug-in provides functions inherited from the standalone Dynamic System Analysis, and provides 

an organized view that you can use to do the following functions: 

 Launch system inventory collection 

 View and manage system inventory history 

 View the categorized system inventory results 

Launching the system inventory collection 

This page has a Refresh button. When the Refresh button is clicked, a full analysis of the system is 

performed. This operation can take up to five minutes to perform.  

 

Important: During the analysis, the page is blocked and it is recommend that you do not navigate to 

any other page or host. 

When the analysis is complete, the page displays the results of the analysis and the software system 

overview. 



 

 

Viewing and managing the analysis history 

There is a dropdown box that lists the history of the analyzed results. You can select the analysis you 

want to view and the result page displays that specific analysis.  

You can also use the Delete button to delete a specific history analysis that is no longer necessary. 

Viewing the categorized analysis results 

After you launch a full analysis or select a history analysis, the categorized analysis result area 

displays. It is composed of a category selection menu and a section with the results tables. The default 

view displays the generic system information of the host. You can switch to any section in which you 

are interested including the information listed in the Working with Dynamic System Analysis topic.  

 

Results are displayed in tables with titles that indicate the subcategory of the results table. The date in 

the table is from the new analysis or the analysis history. 



 

 

Applying firmware updates 

The firmware update function applies the latest UpdateXpress System Packs and individual updates to 

your ESXi system. The UpdateXpress System Packs contain updates for Windows and Linux firmware. 

Using this function you can obtain and deploy UpdateXpress System Packs firmware updates and 

individual firmware updates. 

The main functions of firmware update are: 

 Acquire Updates 

The Acquire Updates function downloads the UpdateXpress System Pack and individual 

updates for supported server types from a remote location such as IBM support. 

 Compare and Update 

Compare and Update performs the following functions:  

o Inventory the system on which the update is performed 

o Query the update directory for a list of applicable update packages 

o Compare the inventory to the applicable update list 

o Recommend a set of updates to apply 

o Deploy the updates to the system. 

Firmware update scenarios 

Updating a remote server from the IBM Website 

The firmware update function can update a remote ESXi host with either UXSP(s) or individual 

updates acquired from the IBM web site. 



 

 

Scenario tasks 

1. Click Update Link in the navigator on the left. 

2. On the Updates Location panel, select IBM web site.  

 

3. On the HTTP Proxy Setting panel, specify the proxy information if required. 

4. On the Update Type panel, select the type of updates you want to acquire. Possible updates 

are: 

 UpdateXpress System Packs (UXSPs) contain an integration-tested bundle of online, 

updateable firmware and device driver updates for each System. This is the preferred 

method for obtaining firmware updates for the server. 

 Individual updates use the latest individual version of each firmware and device driver 

package. This is the preferred method when you want to install the latest updates, or 

when IBM support instructs you to install the latest updates. This option can 

download newer updates and hotfixes, if available, than the UXSP option. 



 

 

5. Click Next. The Update Recommendation panel displays 

 



 

 

6. On the Update Recommendation panel, make any desired changes and then click Update. 

The plug-in acquires the updates from IBM web site. The progress bar indicates that the 

installer is processing, and shows the percentage of progress completed. If needed, click 

Cancel to stop the download. Once the you click Cancel, the Cancel button is replaced with 

the Begin button. Use the Begin button to resume the download. 

 



 

 

7. After all the selected downloads are complete, click Next. 

On the ESXi credential page, enter the administrative account information of the target ESXi, 

click Next. 

 



 

 

The Update Execution panel displays while the updates are installing to the target host. The 

progress bar indicates that the installer is processing, and shows the percentage of progress 

completed. 

 



 

 

8. After the updates are applied, click Finish to complete the update. 

 

Updating a remote server from a local directory 

The firmware update function can update a remote ESXi host with either UXSP(s) or individual 

updates stored in a directory (repository) on the vCenter server. 

Scenario tasks 

1. Click Update in the navigator on the left. 

2. On the Updates Location panel, select Look in a directory on vCenter server. A gray text 

box displays which shows the absolute path of the directory. Once the plug-in is installed, it is 

a fixed directory and the user must save all updates there manually before the update. 

3. On the Update Type panel, select the type of updates you want to acquire.  

4. Click Next, and the Update Recommendation panel displays. 

5. On the Update Recommendation panel, make any changes required and then click Update. 

6. On the ESXi credential page, enter the administrative account information of the target ESXi 

host, and then click Next. 



 

 

The Update Execution panel displays while installing updates the target host. The progress bar 

indicates that the installer is processing, and shows the percentage of progress completed.  

7. After the updates are applied, click Finish to complete the updates. 

Working with Power Metric 

Power Metric shows the power usage and trend of the managed host. You can view the power 

information here and decide whether to re-assign the workload based upon the power usage 

information. 

Enabling and Disabling Power Metric 

You must manually enable Power Metric on a host. An Enable button displays when the host is not 

under Power Metric. When you click Enable, a dialog displays requiring credentials for the host. After 

you enter the correct credentials for the host, the power usage for the host is being monitored. You can 

disable the monitoring by clicking Disable. 

 



 

 

Viewing the Power Usage Summary 

The power usage summary displays on the right side of the page. If the host is monitored, the current 

power usage and the time of the power monitor reading. You can update the power usage to the latest 

reading by clicking Refresh.  

Viewing the Power Usage Chart 

The default Power Usage Chart shows the power usage for the past 24 hours in 1 hour intervals.. You 

can customize the duration and intervals of the chart by clicking Change Duration to view power 

usage history data in different period. Here you can select the duration and intervals.  

 

 The longest duration is 1year  

 The interval can be set to an elapsed length of time between 5minutes and 1month. 



 

 

Troubleshooting 

Help Information 

On each page, there are one or more help links. When clicked, the online help displays. 

Finding the version of the plug-in 

1. In the vCenter interface, select Plug-in -> Manage Plug-in. 

2. Find IBM Upward Integration for VMware vSphereIBM Upward Integration for 

VMware vSphere and the version column that shows the version of the installed plug-in. 

Site Certification 

Each time you activate the plug-in on a host, you are asked to trust the certification of the site. Click 

Yes to trust the certification.  

This also occurs the first time you access the help link, click Yes to trust the certification. 

First time loading 

Each time you switch to hosts and activate the plug-in, a loading page displays. Loading typically lasts 

about 1 or 2 minutes. During that time the plug-in is gathering the required host information for the 

managed host. 

Poll Status displays N/A 

The latest Poll Status represents the status of the latest poll. If the Poll Status displays N/A, verify the 

following: 

1. Power monitoring is enabled for this host. You must wait for a few minutes after power 

monitoring is enabled and click Refresh to view the latest power information. 

The Power monitoring windows service is started. 



 

 

Poll Status displays Failed 

If the Poll Status displays Failed, verify the following: 

1. The host is Alive. 

2. Network connection between vCenter and the host is OK. 

3. The CIM Object Manager (CIMOM) is running on the host. 

4. Ensure that the credentials for the host are not changed since you enabled the power monitoring on 

the host. If you changed the credentials for the host, please disable and enable the power monitoring 

again to input new credentials for polling. 

Acquire Ticket Failure 

If an acquire ticket failure occurs on the Dashboard, during Dynamic System Analysis, or during 

Firmware Updates, the vCenter Server status is incorrect or the vCenter connection to the managed 

ESXi endpoint is temporary inaccessible. Complete the following actions: 

1. Wait and retry. 

2. Restart the vSphere Client. 

3. Restart the vCenter Server. Note: You must have administrator privileges to restart this server. 

4. Check the network connectivity from the vCenter Server to the ESXi endpoint. 

 



 

 

Notices 

This information was developed for products and services offered in the 

U.S.A. 

IBM may not offer the products, services, or features discussed in this document in 

other countries. Consult your local IBM representative for information about the 

products and services currently available in your area. Any reference to an IBM 

product, program, or service is not intended to state or imply that only that IBM 

product, program, or service may be used. Any functionally equivalent product, 

program, or service that does not infringe any IBM intellectual property right may be 

used instead. However, it is the user's responsibility to evaluate and verify the 

operation of any non-IBM product, program, or service. 

IBM may have patents or pending patent applications covering subject matter 

described in this document. The furnishing of this document does not grant you any 

license to these patents. You can send license inquiries, in writing, to: 

IBM Director of Licensing 

IBM Corporation 

North Castle Drive 

Armonk, NY 10504-1785 

U.S.A. 

For license inquiries regarding double-byte (DBCS) information, contact the IBM 

Intellectual Property Department in your country or send inquiries, in writing, to:  

IBM World Trade Asia Corporation 

Licensing 

2-31 Roppongi 3-chome, Minato-ku 

Tokyo 106-0032, Japan 

The following paragraph does not apply to the United Kingdom or any other 

country where such provisions are inconsistent with local law: 

INTERNATIONAL BUSINESS MACHINES CORPORATION PROVIDES THIS 

PUBLICATION "AS IS" WITHOUT WARRANTY OF ANY KIND, EITHER 

EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED 

WARRANTIES OF NON-INFRINGEMENT, MERCHANTABILITY OR FITNESS 

FOR A PARTICULAR PURPOSE. Some states do not allow disclaimer of express or 



 

 

implied warranties in certain transactions, therefore, this statement may not apply to 

you. 

This information could include technical inaccuracies or typographical errors. 

Changes are periodically made to the information herein; these changes will be 

incorporated in new editions of the publication. IBM may make improvements and/or 

changes in the product(s) and/or the program(s) described in this publication at any 

time without notice. 

Any references in this information to non-IBM Web sites are provided for 

convenience only and do not in any manner serve as an endorsement of those Web 

sites. The materials at those Web sites are not part of the materials for this IBM 

product and use of those Web sites is at your own risk. 

IBM may use or distribute any of the information you supply in any way it believes 

appropriate without incurring any obligation to you. 

Licensees of this program who wish to have information about it for the purpose of 

enabling: (i) the exchange of information between independently created programs 

and other programs (including this one) and (ii) the mutual use of the information 

which has been exchanged, should contact: 

IBM Corporation 

MW9A/050 

5600 Cottle Road 

San Jose, CA  95193 

U.S.A. 

Such information may be available, subject to appropriate terms and conditions, 

including in some cases, payment of a fee. 

The licensed program described in this document and all licensed material available 

for it are provided by IBM under terms of the IBM Customer Agreement, IBM 

International Program License Agreement or any equivalent agreement between us. 

Any performance data contained herein was determined in a controlled environment. 

Therefore, the results obtained in other operating environments may vary 

significantly. Some measurements may have been made on development-level 

systems and there is no guarantee that these measurements will be the same on 

generally available systems. Furthermore, some measurements may have been 



 

 

estimated through extrapolation. Actual results may vary. Users of this document 

should verify the applicable data for their specific environment. 

Information concerning non-IBM products was obtained from the suppliers of those 

products, their published announcements or other publicly available sources. IBM has 

not tested those products and cannot confirm the accuracy of performance, 

compatibility or any other claims related to non-IBM products. Questions on the 

capabilities of non-IBM products should be addressed to the suppliers of those 

products. 

This information contains examples of data and reports used in daily business 

operations. To illustrate them as completely as possible, the examples include the 

names of individuals, companies, brands, and products. All of these names are 

fictitious and any similarity to the names and addresses used by an actual business 

enterprise is entirely coincidental. 

If you are viewing this information softcopy, the photographs and color illustrations 

may not appear. 



 

 

Trademarks 

IBM, the IBM logo, and ibm.com® are trademarks or registered trademarks of 

International Business Machines Corporation in the United States, other countries, or 

both. If these and other IBM trademarked terms are marked on their first occurrence 

in this information with a trademark symbol ( or ), these symbols indicate U.S. 

registered or common law trademarks owned by IBM at the time this information was 

published. Such trademarks may also be registered or common law trademarks in 

other countries. A current list of IBM trademarks is available on the Web at 

"Copyright and trademark information" at 

http://www.ibm.com/legal/copytrade.shtml. 

Adobe, Acrobat, and Portable Document Format (PDF) are either registered 

trademarks or trademarks of Adobe Systems Incorporated in the United States, other 

countries, or both. 

Intel®, Itanium®, and Pentium® are trademarks of Intel Corporation in the United 

States, other countries, or both. 

Microsoft and Windows are trademarks of Microsoft Corporation in the United States, 

other countries, or both. 

VMware, vCenter, and vSphere are trademarks of VMware Corporation in the United 

States, other countries, or both. 

Other company, product, or service names may be trademarks or service marks of 

others. 
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